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Dear Ms. Dortch:

On December 6, 2012, representatives of Cellphone-Mate Inc. (“Cellphone-Mate”) met
with representative of the Commission staff to discuss the above referenced proceeding.1 A
significant portion of the discussion focused on methods that are available to ensure that the brief
signal transmission delays that are caused by signal boosters do not impair the capabilities of
position location services that employ Uplink Time Difference of Arrival (“U-TDOA”)
technologies. Cellphone-Mate explained that operators of U-TDOA position location services
can employ techniques to identify handset transmissions that are emanating from signal boosters
and incorporate them in their signal processing and calculations to produce even more accurate
location determinations than would have been possible without the assistance of a signal booster.

In this regard, particular attention was given to the ex parte presentation of AT&T
Services, Inc. and TruePosition, Inc., dated December 23, 2011 (“TruePosition Presentation”),
which described a possible scenario in which several cell towers are able to receive the signal of
a handset, measure the time of arrival (“ToA”) for the signal to each tower, and determine the
approximate location of the handset by calculating the time difference of arrival (“TDoA”) for
the handset signal to each tower.2

1 See Cellphone-Mate Inc., Notice of Permitted Oral Ex Parte Presentation, WT Docket 10-04 (Jan. 10,
2012).
2 See AT&T Services, Inc. and TruePosition, Inc. Notice of Ex Parte Presentation, Attachment at 4 (Dec.
23, 2011) (“TruePosition Presentation”).
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According to the TruePosition Presentation, some cell towers in the same area, however,
might not be able to hear the signal from the handset, but could hear the retransmitted signal of
the handset through an associated signal booster.3 Because of the slight delay in the boosted
signal, the cell towers that heard the boosted signal would produce a ToA that was slightly larger
than it would have been absent the booster, potentially injecting error in the position location
determination.4

As TruePosition appears to acknowledge, transmission delays caused by signal boosters
are very minor and would produce only small discrepancies in the accuracy of TDoA position
location services (comparable with the margin of error that is inherent in such services). In any
event, Cellphone-Mate believes that approaches are available to prevent signal boosters from
injecting any error in the calculations of TDoA networks. One option that was discussed during
the meeting was for the cell towers to use the unique RF characteristics that are inherent in a
wireless transmission that has passed through a signal booster to identify the existence of the
signal booster and account for the signal booster when processing the TDoA information for
position location purposes.

The approach to achieve this rests on the fact that modern digital cellular networks
always carefully measure and control the RF signal power levels transmitted to and from each
handset operating on the network. In order to accomplish this, the downlink RF signal strength
received by the wireless handset is reported back to the network in a timely fashion.

Modern cellular networks can also measure fairly accurately the approximate distance
from a tower to a handset using the ToA of the handset signal or other methods. Using this
information, the tower can easily predict how strong the downlink RF signal strength should be
received at the handset in a best-case scenario (meaning the signal is traveling in free space to a
handset with direct line-of-sight of the tower) based on a power versus distance equation.

These factors can be used by operators of wireless networks to determine the existence of
a signal booster. The unique characteristic of signal boosters as compared to all other objects
situated between cellular towers and wireless handsets is that only signal boosters can increase
RF signal strength to a signal-receiving wireless device. Conversely, all other objects, including
walls, trees, hills, etc., will always decrease signal levels at the receiving end. Further with
signal boosters, the RF signal strength that the wireless handset receives and reports back to the
tower can be controlled by the signal booster and set even stronger than what would be possible
in a relative best-case scenario.

Because of this, if a closely located tower determines that a wireless handset has reported
receiving an RF signal level that is higher than it should be in a best-case scenario, it is a strong
indication of the existence of a signal booster.

3 See id. at 7.
4 See id.




